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FACTS

MATErIALS 

Glass
Hand made glass curls with straight ribbing
 
Glass colours*

acs  aBc  VDE  aTs  laT

METal FINIsHEs*  
Polished nickel

oTHEr FINIsHEs
suspension cable in satin steel

WEIGHTS

4 Fin 12 kg (26 lb)
5 Fin 14 kg (31 lb)
6 Fin 16 kg (35 lb)
4 + 8 Fin 28 kg (62 lb)

 SIZES

DETAILS 

susPENsIoN
overall drop can be adjusted on site.
supplied with ceiling canopy Ø190mm (7.5”) and 
2000mm (80”) of cable.

FIXING
ceiling plate with 4 fixing slots provided (fixings 
not included). ceiling plate is suitable for use 
with a 3.5” octagonal junction box. Please ensure  
fixings and junction box are suitable to carry the 
weight indicated below.

INsTallaTIoN
Fixture requires on site assembly by qualified 
electrician.

ELECTrICALS 

laMP
240V E27, large silver crown Globe   
 suggested, max 60W
120V E26, large silver crown Globe  
 suggested, max 60W

4, 5, and 6 fin single bulb fitting
4 + 8 fin   Triple bulb fitting

caBlEs & corD sETs
Braided cable in Elephant Grey

PoWEr
60W max total power (4, 5 or 6 Fin)
180W max total power (4 + 8 Fin)

sTaNDarD
all lighting is made to cE standards
ul listing upon request. 

NOTES 

Please note that size variations in hand blown 
glass may range up to 40mm (1.5”).

*custom colours, finishes and sizes available - 
please contact Baroncelli for more details. 

4 + 8 fin

4 fin 5 fin

650mm / 25.5”

255m
m

 / 
10”

40
0m

m
 - 

20
00

m
m

 
/ 1

5.
75

” 
- 7

8.
75

700mm / 27.5”

255m
m

 / 
10”

40
0m

m
 - 

20
00

m
m

 / 
15

.7
5”

 - 
78

.7
5

1220mm / 48”

60
0m

m
 - 

20
00

m
m

 
/ 2

3.
75

” 
- 7

8.
75

480m
m

 / 
19”

255m
m

 /
 10”

40
0m

m
 - 

20
00

m
m

 / 
15

.7
5”

 - 
78

.7
5

800mm / 31.5”

6 fin

 4 Fin

CONTACT uS

PrODuCTION AND LOGISTICS
Via Dei ronchi 19
Padova 35127
production@baroncelli.com

SALES OFFICES
london +44 (20) 7720 6556
New York +1 212 255 2005
studio@baroncelli.com
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