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MATERIALS

DETAILS

CONTACT US

GLASS
Hand blown glass with smooth finish

GLASS COLOURS*

ACS ABS CRI

METAL FINISHES*
Brushed bronze, satin chrome, satin gold

WEIGHTS

1Light 12 kg (27 1b)

SIZES

T

.S58y /[ WwogeH

1000mm / 39.25"

190mm / 7.5”

SUSPENSION

Overall drop can be extended in 300mm (11.75”)
and 600mm (23.5”) increments at an additional
cost. Please specify any additional stem heights
at time of order. Supplied with ceiling canopy
@150mm (6”).

FIXING

Bracket bar with 2 fixing slots provided (fixings
not included). Bracket bar is suitable for use
with a 3.5” octagonal junction box. Please ensure
fixings and junction box are suitable to carry the
weight indicated below.

INSTALLATION
Fixture requires on site assembly by qualified

electrician.

ELECTRICALS

LAMP

240V E27, T shape suggested, max 60W
120V E26, T shape suggested, max 60W
POWER

Max total power TOOW
STANDARD
All lighting is made to CE standards

UL listing upon request

NOTES

Please note that size variations in hand blown
glass may range up to 40mm (1.5”).

*Custom colours, finishes and sizes available -
please contact Baroncelli for more details.

PRODUCTION AND LOGISTICS
Via Dei Ronchi 19

Padova 35127
production@baroncelli.com

SALES OFFICES

London +44 (20) 7720 6556
New York +1 212 255 2005
studio@baroncelli.com
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