
WHAT IS INCLUDED
1. Ceiling canopy
2. Suspension cable

WHAT YOU WILL NEED
1. Junction box fitting (Hook and Bracket Bar) 
2. Bulb - E27 (240V) / E26 (120W) - MAX 60W 
3. Screwdriver (3.5mm / 1/8” flat tip) + pliers
4. Soft cloth
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WEIGHTS
1 LIGHT 5kg  (12lb)
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Suspension cable

Canopy US

Bulb housing

Thread wire up 
through hole.

STEP 1
Secure a hook into a joist. Ensure hook is capable
of taking a relevant load. 

STEP 1 (US)
Secure a braket bar into the junction box. 
Ensure the fitting is capable of taking a relevant load. 

STEP 3 (US)
Pass suspension cable up through the ceiling bracket
& secure using screw block. 

NOTE : CEILING HOOK IS NOT SUPPLIED

STEP 2
Thread suspension cable up through the small stem.
Pull untill the stop end locates within the barrel.
Pass suspension cable & flex up into ceiling canopy.

STEP 3
Pass suspension cable up through
‘L’ bracket & secure using screw block.

STEP 4
Hang assembly. 
Make electrical connection. 
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US



STEP 5
Raise and secure ceiling canopy using
side screws as shown above. Insert bulb & test.

NOTE: E27 (240V) and E26 (120V) 

  
 
 

STEP 6
Remove bulb and raise glass into position & secure
using the metal collar bracket. Re - insert bulb..  
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Metal sleeve
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GLASS CLEANING
Glass elements should be carefully cleaned using a 
soft cloth. 

METAL CLEANING
Carefully clean metal surfaces using a soft cloth and 
no liquid.

OPERATION AND MAINTENANCE 
*ENSURE ANY ELECTRICAL WORK IS CARRIED OUT BY A QUALIFIED ELECTRICIAN* 
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REPLACING A BULB
Ensure electricals are switched off and bulb has 
cooled down. Unscrew bulb and replace.
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PHOTOGRAPH THE BREAKAGE
Ensure a clear side on image with a measuring tape 
along the breakage for scale is taken.

OPERATION AND MAINTENANCE 
*ENSURE ANY ELECTRICAL WORK IS CARRIED OUT BY A QUALIFIED ELECTRICIAN* 

STEP A
TROUBLE SHOOTING - ELECTRICAL FAULTS  
Check fusebaord

STEP B
TROUBLE SHOOTING - ELECTRICAL FAULTS  
Check and replace the bulbs.

NOTE: 120V REQUIRE E26 AND 240V REQUIRE E27 
(MAX 60W) 

STEP D
TROUBLE SHOOTING - ELECTRICAL FAULTS  
Lower ceiling canopy. Check/test connections.


